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Dimensions in mm. Further installation instructions available as a downloadable 
PDF on the product page of our website.

Wall Mounted Basin Tap Control - Internal Parts

Min/Max Operating pressure:  
(bars)

Flow rates: Bar/L per min
(with Aerator)

Connection:

Flow Restrictor:

0.5   5.4

2.0 - 5.0

1    7.2 2   8 3    8.7 4    8.5 5    8.5

Flow rates: Bar/L per min
(without Aerator) 0.5   15.7 1    21.8 2   31.2 3    43.2 4    50.8 5    55.3

A E S T H E T I C  P A R T S :  0 9    2 0 9    3 0 9

5.0 - 8.0 LTR   PCA (8L per min)

1/2” BSP    (NPT ADAPTERS ARE INCLUDED)

*X 
MIN & 
MAX

*X: MIN & MAX
PN-09: 50mm & 78mm
PN-209: 47mm & 62mm
PN-309: 50mm & 72mm
*Distance between 
back of Plate & finished 
surface of wall

Recommended 
Max cut out 35mm

BG 1/2” - 
1/2” NPT

TOP

47.5
A: G1/2” or 1/2” NPT Water Inlet
B: G1/2” or 1/2” NPT Water Outlet

105 x105

A

O61.5


